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driver options

Mounting

CONstruction

LED MODULE

Listing

Warranty

Electrical

• LED
• 3000K, 3500K, 4000K  •  >80 CRI
• LN2 Minimum of 3000 delivered
   lumens at 22 watts
• LN4 Minimum of 6500 delivered
   lumens at 46 watts

Programmable driver (dim to 0%)
*Consult factory for other wattages

• 20 GA Steel with Integral Driver
• High transmissive white acrylic shade 
   with acrylic or wood veneer finish

120-277V input power supply.

UL for US and Canada. Suitable 
for damp location

5 Year Full Warranty

• Stem (24” stem 45 degree swivel)
• Cable (120” adjustable aircraft cable)
• Surface

ACRYLIC LASER CUT - surface or suspended 

Catalog #

*** Specifications subject to change without notice.

Grayed areas are codes for creating your lighting catalog #
Example Catalog # LZC-24L-W/LN2-30-8/SCK-LN-Wbuild your product

mounting Finish

 SCK-LN Stem Kit  S Silver

 CCK-LN-F/NF Cable Kit (F=FEED NF=NON-FEED)  B Black

(blank) Surface  W White

electrical Color temp. CRI

 LN2  30 3000  8 >80

 35 3500

 40 4000

 LN4  30 3000  8 >80

 35 3500

 40 4000

SIZE finish

 LZC  24L   S Silver

 W Wood

 Z Bronze

 LZC  48L  S Silver

 W Wood

 Z Bronze

s u s p e n d e d

s u r f a c e

shade 
style

optional Remote emergency
backup (field Installed)

 EM-ITA Yes

 (blank) No
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s u s p e n d e d

s u r f a c e

Catalog #

additional shade dimensions

2  f o o t  f i x t u r e

4  f o o t  f i x t u r e

line drAWINGS OF Light Source

24”

48”

4”

4”

3.25”

3.25”

 2.00 

 1.00 

 15.73 
 2.00 

 1.00 

 17.36 
 28.10 

 13.73 
 1.78 

 1.25 

 .25 

 2.000 

 1.000 

 6.368 
 17.068 

 22.435 

 2.000  19.435 

 .250 

 .143 

.250  1.775 

 1.250 

*** Specifications subject to change without notice.

24L

48L

ACRYLIC LASER CUT - surface or suspended

driver options

Mounting

CONstruction

LED MODULE

Listing

Warranty

Electrical

• LED
• 3000K, 3500K, 4000K  •  >80 CRI
• LN2 Minimum of 3000 delivered
   lumens at 22 watts
• LN4 Minimum of 6500 delivered
   lumens at 46 watts

Programmable driver (dim to 0%)
*Consult factory for other wattages

• 20 GA Steel with Integral Driver
• High transmissive white acrylic shade 
   with acrylic or wood veneer finish

120-277V input power supply.

UL for US and Canada. Suitable 
for damp location

5 Year Full Warranty

• Stem (24” stem 45 degree swivel)
• Cable (120” adjustable aircraft cable)
• Surface
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