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 Bridgelux diode with a 3 step MacAdams ellipse 

�The�fixture�is�designed�with�a�special�passive�heat�
sink�to�keep�it�running�well�below�specifications.��This�
ensures�long�life�in�excess�of�50,000�hours.

3.25”�diameter�aluminized�reflectors�are�over�89%�efficient�
and�are�interchangeable�with�a�snap�on�connector.

Extruded�aluminum�heat�sink,�20’�3�wire�cord�
cuttable�in�the�field

�The�LED�driver��is�mounted��in�a�surface�canopy�or�
remote�enclosure.��0-10�V�dimming�is�standard

UL�for�US�and�Canada,�Suitable�for�listed�damp�location

5�Year�Full�Warranty

Dimming�capabilities�to�dim�down�to�1%�
0-10V�dimming

120~277V

25�watt�-�3000�lumens
50�watt�-�6000�lumens

dimming

voltage

LUMEN OUTPUT

Grayed�areas�are�codes�for�creating�your�lighting�catalog�#
Example Catalog #P46-S-LED25-30-8-R20

Light Source Finish wattage (Watts) Color temp. Beam spreadCRI

�P46 �S� Silver �LED25 25�Watts �30 3000 �8 82 �R20 20�Degree

�LED50 50�Watts �35 3500 �R30 30�Degree

�R50 50�Degree

P46 Passive Pendant 

***�Specifications�subject�to�change�without�notice.

build your product

Catalog #

7 3/4” 

4”�

  10’ ADJ 

(with cord)


